Lidalco AB
Industrins partner for avancerad kabelteknik

FORSKRUVNING PROGRESS® EX E 1 / EX 111
POLYAMID RAL 5012 IP66 / IP68 METRISK
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Beskrivning

Forskruvning i Ex-klassat utférande (Ex e Il + Ex i l1). Finns i storlek M16-Mé63 for kabeldiameter 4,5-52 mm. Svart med bl 6verdel.
e Ex-klassat utférande (Exe Il + Exill)
e Polyamid glasfiberforstarkt
e Svart, RAL 9005/ BId RAL 5012
e |P66/IP 68 (upptill 10 bar)

e Metrisk génga

Forskruvning Progress® Ex e Il / Exi Il Polyamid RAL 15 September, 2026
5012 IP66 / IP68 Metrisk

https://www.lidalco.se/produkt/forskruvning-progress-e

x-e-ll-ex-i-ll-polyamid-ral-5012-ip68-metrisk/
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TEKNISK INFORMATION

Forskruvning Progress® Ex e Il / Exi Il Polyamid RAL

5012 1P66/ IP68 Metrisk

https://www.lidalco.se/produkt/forskruvning-progress-e

x-e-ll-ex-i-ll-polyamid-ral-5012-ip68-metrisk/
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MER INFORMATION

Material: Polyamid glasfiberforstérkt Insats: TPE / NBR Temp.omrade: - 20°C/+85°C Skyddsklass:
IP 66 /1P 68 (upp till 10 bar) Test-standard: IEC EN 60079-0/1EC EN 60079-7 / IEC EN 60079-31
Gas: 1l 2G Ex eb [IC Gb Damm: |1 2D Ex tb [1IC Db Egensékra krets - Gas: 11 2G Exia lIC Ga
Egensaker krets - Damm: [I 2D Ex ia IlIC Da Zon: Gas 0, 1 och 2 /damm 20, 21 och 22 Certifikat:
SEV 15 ATEX 0152X IECEX certifikat: IECEx SEV 15.0019X Material och kemikaliebestandighet:
Se teknisk data
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BESKRIVNING

Artikelnummer Ginga Min. - Max. kabel @ (mm) Nyckelvidd (mm) H (mm) L (mm) Férpackningsstorlek
EX1530.17.060 M16x1.5 45-60 21 26 12 50
EX1530.17.080 M16x1.5 6.0-8.0 21 26 12 50
EX1530.20.080 M20x1.5 6.0-8.0 27 28 13 50
EX1530.20.110 M20x1.5 8.0-11.0 27 28 13 50
EX1530.25.125 M25x1.5 9.5-125 34 33 13 25
EX1530.25.160 M25x1.5 12.5-16.0 34 33 13 25
EX1530.25.190 M25x1.5 16.0-19.0 34 33 13 25
EX1530.25.205 M25x1.5 19.0-20.5 34 33 13 25
EX1530.32.210 M32x1.5 20.0-21.0 41 35 15 25
EX1530.32.220 M32x1.5* 21.0-220 41 35 15 25
EX1530.32.230 M32x1.5* 22.0-23.0 41 35 15 25
EX1530.32.255 M32x1.5 23.0-25.5 41 35 15 25
EX1530.40.270 M40x1.5* 25.5-27.0 50 40 15 10
EX1530.40.285 M40x1.5 27.0-28.5 50 40 15 10
EX1530.40.300 M40x1.5* 28.5-30.0 50 40 15 10
EX1530.40.330 M40x1.5 30.0-33.0 50 40 15 10
EX1530.50.350 M50x1.5* 33.0-35.0 60 42 16 10
EX1530.50.370 M50x1.5 35.0-37.0 60 42 16 10
EX1530.50.390 M50x1.5* 37.0-39.0 60 42 16 10
EX1530.50.420 M50x1.5 39.0-42.0 60 42 16 10
EX1530.63.440 M63x1.5* 42.0-44.0 75 48 16 5
EX1530.63.460 Mé63x1.5 44.0-46.0 75 48 16 5
EX1530.63.480 M63x1.5* 46.0-48.0 75 48 16 5
EX1530.63.520 Mé63x1.5 48.0-52.0 75 48 16 5

*NBR-packning
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